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by broadcast notices to mariners, nor-
mally issued at 30-minute intervals 
while the security zones remains in ef-
fect. Escorted vessels will be identified 
by the presence of Coast Guard assets 
or other Federal, State or local law en-
forcement agency assets. 

(f) Contact information. The COTP Mo-
bile may be reached via phone at (251) 
441–6211. Any on scene Coast Guard or 
designated representative assets may 
be reached via VHF–FM channel 16. 

[USCG–2008–1013, 73 FR 67107, Nov. 13, 2008, as 
amended at 74 FR 22102, May 12, 2009] 

§ 165.837 Safety Zone; Invista Inc Fa-
cility Docks, Victoria Barge Canal, 
Victoria, Texas. 

(a) Location. The following area is a 
safety zone: All waters contained with-
in a 500-foot (152.5m) extension east and 
west of the Invista Inc facility docks 
while performing offloading operations. 

(b) Enforcement period. This rule will 
be enforced for periods of 24–30 hours 
twice a month, from the time the over-
sized barge docks at the Invista Inc fa-
cility until the vessel departs the facil-
ity upon conclusion of its offloading 
operations. The Captain of the Port 
Corpus Christi will issue a Broadcast 
Notice to Mariners before beginning 
enforcement and upon ceasing enforce-
ment of the safety zone. 

(c) Definitions. The following defini-
tion applies to this section: 

designated representative means any 
commissioned, warrant, and petty offi-
cers of the Coast Guard on board Coast 
Guard, Coast Guard Auxiliary, and 
local, state, and Federal law enforce-
ment vessels who have been authorized 
to act on the behalf of the Captain of 
the Port Corpus Christi. 

(d) Regulations. (1) Persons desiring 
to transit the area of the safety zone 
may contact the Captain of the Port at 
telephone number 1–361–939–6393, or the 
barge on VHF Channel 16 (156.800MHz) 
to seek permission to transit the area. 
If permission is granted, all persons 
and vessels must comply with the in-
structions of the Captain of the Port or 
his or her designated representative. 

(2) All persons and vessels must com-
ply with the instructions of the Coast 
Guard Captain of the Port or the des-
ignated representative. 

(3) Upon being hailed by U.S. Coast 
Guard patrol personnel by siren, radio, 
flashing light, or other means the oper-
ator of a vessel must proceed as di-
rected. 

(4) The Coast Guard may be assisted 
by other Federal, State, or local agen-
cies. 

(5) In accordance with the general 
regulations in 33 CFR part 165.23, no 
person or vessel may enter or remain 
in the zone described in paragraph (a) 
of this section except for support ves-
sels/aircraft and support personnel, or 
other vessels authorized by the Captain 
of the Port Corpus Christi or his des-
ignated representative. 

(e) Penalties. Vessels or persons vio-
lating this rule are subject to the pen-
alties set forth in 33 U.S.C. 1232 and 50 
U.S.C. 192. 

[USCG–2009–0797, 75 FR 13436, Mar. 22, 2010] 

§ 165.838 Regulated Navigation Area; 
Gulf Intracoastal Waterway, Inner 
Harbor Navigation Canal, New Or-
leans, LA. 

(a) Location. The following is a regu-
lated navigation area (RNA): 

(1) The Gulf Intracoastal Waterway 
(GIWW) from Mile Marker (MM) 22 
East of Harvey Locks (EHL), west on 
the GIWW, including the Michoud 
Canal and the Inner Harbor Navigation 
Canal (IHNC), extending North 1⁄2 mile 
from the Seabrook Flood Gate Complex 
out into Lake Pontchartrain and South 
to the IHNC Lock. 

(2) The Harvey Canal, between the 
Lapalco Boulevard Bridge and the con-
fluence of the Harvey Canal and the Al-
giers Canal; 

(3) The Algiers Canal, from the Al-
giers Lock to the confluence of the Al-
giers Canal and the Harvey Canal; 

(4) The GIWW from the confluence of 
Harvey Canal and Algiers Canal to MM 
7.5 West of Harvey Locks (WHL) 

(b) Definitions. As used in this sec-
tion: 

(1) Breakaway means a floating ves-
sel that is adrift and that is not under 
its own power or the control of a 
towboat, or secured to its moorings. 

(2) COTP means the Captain of the 
Port, New Orleans; 

(3) Facility means a fleeting, mooring, 
industrial facility or marina along the 
shoreline at which vessels are or can be 
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moored and which owns, possesses, 
moors, or leases vessels located in the 
areas described in paragraph (a) of this 
section. 

(3) Fleet includes one or more tiers of 
barges. 

(4) Fleeting or mooring facility 
means the area along the shoreline at 
which vessels are or can be moored. 

(5) Floating vessel means any float-
ing vessel to which the Ports and Wa-
terways Safety Act, 33 U.S.C. 1221 et 
seq., applies. 

(6) Mooring barge or spar barge 
means a barge moored to mooring de-
vices or secured to the ground by 
spuds, and to which other barges may 
be moored. 

(7) Mooring device includes a 
deadman, anchor, pile or other reliable 
holding apparatus. 

(8) Navigational structures are the 
Seabrook Floodgate Complex, the 
IHNC Lake Borgne Surge Barrier, and 
the West Closure Complex components 
of the Hurricane and Storm Damage 
Risk Reduction System (HSDRRS). 

(9) Person in charge includes any 
owner, agent, pilot, master, officer, op-
erator, crewmember, supervisor, dis-
patcher or other person navigating, 
controlling, directing or otherwise re-
sponsible for the movement, action, se-
curing, or security of any vessel, barge, 
tier, fleet or fleeting or mooring facil-
ity subject to the regulations in this 
section. 

(10) Tier means barges moored inter-
dependently in rows or groups. 

(11) Port Coordination Team is a body 
of public and private port stakeholders 
led by the COTP whose purpose is to 
share information, establish priorities, 
recommend and implement actions to 
address risks to ports and waterways 
during incidents and events. 

(12) Tropical Event means the time pe-
riod immediately preceding, during, 
and immediately following the ex-
pected impact of heavy weather from a 
tropical cyclone. 

(c) Enforcement. (1) The provisions of 
paragraph (d) of this section will be en-
forced during a tropical event begin-
ning 24 hours in advance of the pre-
dicted closure of the IHNC Lake 
Borgne Surge Barrier structure within 
the HSDRRS (IHNC & GIWW) in the 

area defined in paragraph (a)(1) of this 
section. 

(2) The provisions of paragraph (d) of 
this section will be enforced beginning 
24 hours in advance of the predicted 
closure of the West Closure Complex 
within the HSDRRS (Harvey & Algiers 
Canals) in the area defined in para-
graphs (a)(2) through (4) of this section. 

(3) If the Coast Guard receives notice 
of a closure less than 24 hours before 
closure, the provisions of paragraph (d) 
of this section will be enforced upon 
the COTP receiving the notice of pre-
dicted closing. 

(4) In the event that a particularly 
dangerous storm is predicted, the 
COTP, in consultation with the Port 
Coordination Team, may require all 
floating vessels to evacuate the RNA 
beginning as early as 72 hours before 
predicted closure of any navigational 
structure or upon notice that particu-
larly dangerous storm conditions are 
approaching, whichever is less. 

(5) The COTP will notify the mari-
time community of the enforcement 
periods for this RNA through Marine 
Safety Information Bulletins and Safe-
ty Broadcast Notices to Mariners. 

(d) Regulations. During the period 
that the RNA is enforced and before 
closure of the navigational structures, 
all floating vessels must depart the 
RNA except as follows: 

(1) Floating vessels may remain in 
the Harvey and Algiers Canals, pro-
vided they are moored sufficiently to 
prevent a breakaway and meet the 
minimum mooring requirements and 
conditions set forth in paragraphs (f) 
and (g) of this section. 

(2) Floating vessels may remain in 
the Michoud Canal at least 1⁄4 mile 
north of the intersection of the 
Michoud Canal and the GIWW, the 
GIWW from MM 15 EHL to MM 10 EHL, 
provided they are moored sufficiently 
to prevent a breakaway and meet the 
minimum mooring requirements and 
conditions set forth in paragraphs (f) 
and (g) of this section. 

(3) During the period that the RNA is 
enforced and before closure of the navi-
gational structures, vessels may tran-
sit through the RNA en route to a des-
tination outside of the RNA given 
there is sufficient time to transit prior 
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to the closure of a navigational struc-
ture, or they may transit to a facility 
within the RNA with which they have 
a prearranged agreement. These vessel 
movements and time critical decisions 
will be made by the COTP in consulta-
tion with the Port Coordination Team. 

(4) The COTP may review, on a case- 
by-case basis, alternatives to minimum 
mooring requirements and conditions 
set forth in paragraphs (f) and (g) of 
this section and may approve a devi-
ation to these requirements and condi-
tions should they provide an equivalent 
level of safety. 

(e) Special requirements for facilities. In 
addition to the mooring and towboat 
requirements discussed in paragraph (f) 
and (g) of this section, Facilities with-
in the area described in paragraph (a) 
of this section that wish to deviate 
from these restrictions because they 
have vessels intending to remain with-
in the areas allowed in paragraphs 
(d)(1) and (2) of this section shall com-
ply with the below documentation and 
maintenance requirements in order to 
obtain the COTP’s approval for their 
vessel(s) to remain in the closed RNA. 

(1) Annual Hurricane Operations Plan. 
All facilities that have vessels intend-
ing to deviate from this RNA and re-
main within the areas allowed in para-
graphs (d)(1) and (2) of this section 
shall develop an operations plan. The 
operations plan shall be readily avail-
able by May 1st of each calendar year 
for review by the COTP. The Annual 
Hurricane Operations Plan shall in-
clude: 

(i) A description of the maximum 
number of vessels the facility intends 
to have remaining at any one time dur-
ing hurricane season. 

(ii) A detailed plan for any vessel(s) 
that are intended to be sunk/grounded 
in place when the RNA is enforced if 
evacuation is not possible. 

(iii) A diagram of the waterfront fa-
cility and fleeting area. 

(iv) Name, call sign, official number, 
and operational status of machinery on 
board (i.e., engines, generators, fire 
fighting pumps, bilge pumps, anchors, 
mooring machinery, etc.) each standby 
towboat. 

(v) Characteristics for each vessel re-
maining at the fleeting or mooring fa-
cility, as applicable (length, breadth, 

draft, air draft, gross tonnage, hull 
type, horsepower, single or twin screw); 

(vi) Details of mooring arrangements 
in accordance with mooring require-
ments and conditions set forth in para-
graphs (g) and (h) of this section or 
COTP case-by-case approved devi-
ations; 

(vii) Certification by a professional 
engineer that the mooring arrange-
ments are able to withstand winds of 
up to 140 mph, a surge water level of 
eleven feet, a current of four mph and 
a wave height of three feet within the 
canal basin in the area defined in para-
graph (a)(1) of this section and a surge 
water level of eight feet, a current of 
four mph, and a wave height of two and 
a half feet within the canal basin in the 
area defined in paragraphs (a)(2) 
through (4) of this section; 

(viii) Emergency contact information 
for the owner/operator, and/or agent of 
the facility/property. 

(ix) 24-hour emergency contact infor-
mation for qualified individuals em-
powered in writing by the owners/oper-
ators to make on-site decisions and au-
thorize expenditures for any required 
pollution response or salvage. 

(x) Full insurance disclosure to the 
COTP. Vessels moored to a facility 
shall provide insurance information to 
the facility. 

(2) Storm Specific Verification Report. 
72 hrs prior to predicted closure of the 
navigational structures, those facili-
ties which have vessels that intend to 
remain within the RNA shall submit a 
Storm Specific Verification Report to 
the COTP New Orleans. The require-
ments for this Storm Specific 
Verification Report are located in the 
Canal Hurricane Operations Plan, 
which is Enclosure Six to the Sector 
New Orleans Maritime Hurricane Con-
tingency Port Plan, http://home-
port.uscg.mil/nola. The report shall in-
clude: 

(i) Updated contact information, in-
cluding names of manned towboat(s) 
and individuals remaining on the 
towboat(s). 

(ii) Number of vessels currently 
moored and mooring configurations if 
less than stated in Annual Hurricane 
Operations Plan. 
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(iii) If the number of vessels exceeds 
the amount listed in the Annual Hurri-
cane Operations Plan, describe process 
and timeframe for evacuating vessels 
to bring total number of vessels into 
alignment with the Annual Hurricane 
Operations Plan. 

(3) The person in charge of a facility 
shall inspect each mooring wire, chain, 
line and connecting gear between 
mooring devices and each wire, line 
and connecting equipment used to 
moor each vessel, and each mooring de-
vice. Inspections shall be performed ac-
cording to the following timelines and 
guidance: 

(i) Annually between May 1 and June 
1 of each calendar year; and 

(ii) After vessels are added to, with-
drawn from, or moved at a facility, 
each mooring wire, line, and con-
necting equipment of each barge within 
each tier affected by that operation; 
and 

(iii) At least weekly between June 1 
and November 30; and 

(iv) 72 hrs prior to predicted closure 
of the navigation structures within 
this RNA; or within 6 hrs of the pre-
dicted closure, if the notice of pre-
dicted closure is less than 72 hrs. 

(4) The person who inspects moorings 
shall take immediate action to correct 
any deficiency. 

(5) Facility records. The person in 
charge of a fleeting or mooring facility 
shall maintain, and make available to 
the COTP, records containing the fol-
lowing information: 

(i) The time of commencement and 
termination of each inspection. 

(ii) The name of each person who 
makes the inspection. 

(iii) The identification of each vessel, 
barge entering or departing the fleet-
ing or mooring facility, along with the 
following information: 

(A) Date and time of entry and depar-
ture; and 

(B) The names of any hazardous 
cargo which the vessel is carrying. 

(6) The person in charge of a facility 
shall ensure continuous visual surveil-
lance of all vessels at the facility. 

(7) The person who observes the ves-
sels shall: 

(i) Inspect for movements that are 
unusual for properly secured vessels; 
and 

(ii) Take immediate action to correct 
each deficiency. 

(f) Mooring requirements. Facility 
owners shall consider all requirements 
within this section as minimum stand-
ards. Title 33 CFR 165.803, United Fa-
cilities Criteria (UFC) 4–159 and Amer-
ican Society of the Civil Engineers 
(ASCE)7 should be utilized by Profes-
sional Engineers in the certification of 
the Annual Hurricane Operations Plan. 

(1) No person may secure a vessel to 
trees or to other vegetation. 

(2) No person may allow a vessel to 
be moored with unraveled or frayed 
lines or other defective or worn moor-
ing. 

(3) No person may moor barges side 
to side unless they are secured to each 
other from fittings as close to each cor-
ner of abutting sides as practicable. 

(4) No person may moor barges end to 
end unless they are secured to each 
other from fittings as close to each cor-
ner of abutting ends as practicable. 

(5) A vessel may be moored to moor-
ing devices if both ends of that vessel 
are secured to mooring devices. 

(6) Barges may be moored in tiers if 
each shoreward barge is secured to 
mooring devices at each end. 

(7) A vessel must be secured as near 
as practicable to each abutting corner 
by: 

(i) Three parts of wire rope of at least 
11⁄4 inch diameter with an eye at each 
end of the rope passed around the 
timberhead, caval, or button; 

(ii) A mooring of natural or synthetic 
fiber rope that has at least the break-
ing strength of three parts of 11⁄4 inch 
diameter wire rope; or 

(iii) Fixed rigging that is at least 
equivalent to three parts of 11⁄4 inch di-
ameter wire rope. 

(8) The person in charge shall ensure 
that all mooring devices, wires, chains, 
lines and connecting gear are of suffi-
cient strength and in sufficient number 
to withstand forces that may be ex-
erted on them by moored vessels/ 
barges. 

(g) Towboat Requirements. The person 
in charge of a fleeting or mooring facil-
ity must ensure: 

(1) Each facility consisting of eight 
or more vessels that are not under 
their own power must be attended by 
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at least one radar-equipped towboat for 
every 50 vessels. 

(2) Each towboat required must be: 
(i) Able to secure any breakaways; 
(ii) Capable of safely withdrawing or 

moving any vessel at the fleeting or 
mooring facility; 

(iii) Immediately operational; 
(iv) Radio-equipped; 
(v) No less than 800 horsepower; 
(vi) Within 500 yards of the vessels. 
(3) The person in charge of each 

towboat required must maintain a con-
tinuous guard on the frequency speci-
fied by current Federal Communica-
tions Commission regulations found in 
47 CFR part 83; a continuous watch on 
the vessels moored at facility; and re-
port any breakaway as soon as possible 
to the COTP via telephone, radio or 
other means of rapid communication. 

(h) Transient vessels will not be per-
mitted to seek safe haven in the RNA 
except in accordance with a pre-
arranged agreement between the vessel 
and a facility within the RNA. 

(i) Penalties. Failure to comply with 
this section may result in civil or 
criminal penalties pursuant to the 
Ports and Waterways Safety Act, 33 
U.S.C. 1221 et seq. 

[USCG–2009–0139, 79 FR 21135, Apr. 15, 2014] 

§ 165.839 Safety Zone; Large Cruise 
Ships; Lower Mississippi River, 
Southwest Pass Sea Buoy to Mile 
Marker 96.0, New Orleans, LA. 

(a) Location. Within the Lower Mis-
sissippi River and Southwest Pass, 
moving safety zones are established 
around all large cruise ships transiting 
between the Southwest Pass Entrance 
Lighted Buoy ‘‘SW’’, at approximate 
position 28°52′42″ N, 89°25′54″ W [NAD 83] 
and Lower Mississippi River mile 
marker 96.0 in New Orleans, Louisiana. 
The moving safety zone extends bank 
to bank, encompassing all waters one- 
mile ahead and one-mile astern of a 
large cruise ship. The zone remains in 
effect during the entire transit of the 
large cruise ship. 

(b) Definitions. As used in this section 
the term ‘‘large cruise ship’’ is defined 
as a vessel over 100 feet in length, car-
rying more than 500 passengers for 
hire, making a voyage lasting more 
than 24 hours, any part of which is on 
the high seas, and for which passengers 

are embarked or disembarked in the 
United States or its territories. 

(c) Regulations. (1) In accordance with 
the general regulations in 33 CFR Part 
165, Subpart C, no person or vessel may 
enter or remain in the Safety Zone ex-
cept for vessels authorized by the Cap-
tain of the Port or Designated Rep-
resentatives, except as provided for in 
paragraph (c)(3) of this section. 

(2) For this section the Pilot direct-
ing the movement of the large cruise 
ship under the authority of the master 
has the authority to allow other ves-
sels to enter the safety zone when nec-
essary. 

(3) All vessels are prohibited from en-
tering this safety zone unless author-
ized as follows: 

(i) Vessels that have made suitable 
passing or overtaking arrangements 
with the pilot onboard the large cruise 
ship may enter into this safety zone in 
accordance with those agreed upon ar-
rangements. 

(ii) Moored vessels or vessels an-
chored in a designated anchorage area 
may remain in their current moored or 
anchored position while the large 
cruise ship transits the area. 

(iii) Barge Fleets or vessels working 
a fleet may continue their current op-
erations while the large cruise ship 
transits the area. 

(4) Vessels requiring a deviation from 
this rule must request permission from 
the Captain of the Port New Orleans. 
The Captain of the Port New Orleans 
may be contacted at (504) 365–2210. 

[USCG–2010–0012, 77 FR 65818, Oct. 31, 2012] 

§ 165.840 Regulated Navigation Area, 
Gulf of Mexico: Mississippi Canyon 
Block 20, South of New Orleans, LA. 

(a) Location. The following area is a 
Regulated Navigation Area: A 300-foot 
diameter area at the water surface cen-
tered on the following coordinates: 
28°56’12.619’’N, 008°58’10.303’’W, and ex-
tending the entire water column from 
the surface to the seabed. 

(b) Regulations. (1) In accordance with 
the general regulations in § 165.11 of 
this part, all vessels are prohibited 
from anchoring, mooring, fishing, or 
otherwise loitering in the above de-
scribed area except as authorized by 
the Captain of the Port, New Orleans. 
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